AIP SERIES INTERACTIVE FLAT PANEL
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Key Features

¢ Al-Powered Performance with RK3576 chipset

40-Point Multi-Touch for smooth collaboration

Wireless Screen Sharing from multiple devices

Smart Teaching Tools with interactive templates

USB-C, Bluetooth & OPS Support for seamless connectivity

Remote Control & Broadcasting for easy management and communication

Technical Specifications



Model

AlPa500X AlP/500X AlPEL

Screen Size

&5 Inches 75 Inches 86 In

Effective Display Area

52.2"/1428mm x 31.7"/804mm | 65"/1650mmx 36.5"/928mm | 74.7"/1897mm

Display Ratio 16:9
Brightness A50nits (Max.)
Contrast Ratio 4000:1
Backlight Type DLED
Viewing Angle (H x V) 178°(V)/178%(H)
Resolution 3840x2160 (4K UHD)
Audio Output Speakers BO/20W2
Panel Technology IPS 4K panel
Refresh Rate 60Hz

Touch Technology

Infrared Multi Touch Technology

Touch Points

40 points touches

Drive

HID drive free

Writing Surface Material

Amm Ag anti-glare glass

Touch Screen Sensor Type Finger, writing pen, hand with gloves or other non-transparent touch sensitive n
Resolution 32768X32768

Communication Port UsB 2.0

Min Recognition Dim 2mm

Lifetime 50000 Hours

Operation (Hours/Day) 18/7

Response Time =oms

Touch Accuracy +1mm

Anti-lnterference

Incandescent lamp (220V, 100W), vertical distance 350mm above, the illumination inten
up to 800000 ux

Calibration

Calibration free

Touch Times

Mare than &0 million times in the same position

Touch Power Supply Mode

LISE 5.0V power supply

Glass Hardness

9H Tempered Glass

Surface Treatment Haze 25%, Anti-glare treatment
CPU 8 core ARM Cortex-A55
GPU ARM Mali G52 MP 2

System Version

Android 14 with Google Play Support.

RAM a8GB
Storage 128GB/256GE
WIFI 240G &50G




Transmission 5creen WIFI 3G
Bluetooth 5.0
Sensors Light Sensor (Autamatic brightness adjustment)

Compliance & Certifications

FCC, CE 150

Blue Light Reduction

Blue light care technology to protect eyes

Built-in Camera and
Microphone

Camera; Built-in 50MP Auto Framing Camera.
Microphone: Built-in 8 Array Microphone.

Operation Temperature 07C-40%C
Operation Humidity 10% - 0%RH
Storage Temperature -20°C-607C
Storage Humidity 10% - 20%REH

Altitude

Below 5000 meters

Input Connectivity

LAMN IN*1, HDMI 2.0%2, R5-232%1, USE 3.0*1, VGA IN"1, Audic IN*1, DP IN*1, MIC IN*1,
2.0%1

Qutput Connectivity

Earphone®1, HDMI OUT*1, LAN OUT*1, Coaxial (RCA)*1, TOUCH OUT"1




